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Spec

1. Specification

.

Model

Categor

MC-4KHU

y 4K HDMI industrial camera

Sensor SONY-IMX678

Effective pixel 4K

Resolution 3840*2160@30FPS

Output HDMI+UVC sync output

Pixel size 2.0μm*2.0μm

Power DC-12V/1A

Function

Basic function Image capture, Video, Measurement

Image adjustment Color, Color Temperature, White Balance, Exposure

Camera function Mirroring, Freeze, Flip, Wide Dynamic, Zoom in, Zoom out

Grid Horizontal and vertical 8 bars, color and size can be adjusted and moved

Resolution 3840*2160

Package

Size 68.9*68*68MM

Weight 0.3kg

Accessory DC-12V/1A power
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2. Under the grid line setting column, you can open the center scale by selecting the center scale. You can open or close any
 of these grid lines according to your needs, or set the color (8 colors are optional) and line width (4 line widths are optional
)of each line. You can save 8 groups of grid lines, which is convenient to open the set grid lines quickly during the testing
of different products, without setting them again several times. After setting OK, click Apply. Click Restore factory

1.Under the video settings bar, you can choose the Exposure mode and White Balance control mode. Drag the
corresponding progress bar under this menu to adjust the image parameters, manually adjust the exposure time to set the
image brightness. When the light source is stable, you can click the one-click icon to achieve an image white balance
calibration action (this function must be aligned with the white standard to do calibration). The camera will no longer do 

auto white balance after calibration. You can also Set the image flip mode (horizontal flip and vertical flip), image output 

mode (color mode and black and white mode) and anti-flicker frequency. Click Apply after setting, and click Restore
Factory Settings to restore to the original settings

settings to restore to the original settings.

3.Under the Other Settings section, you can set the magnification of the objective and eyepiece.
There are three optional languages (English, Simplified Chinese and Traditional Chinese), two optional video settings 

(1080P 30FPS and 4K 30FPS),two optional resolutions (1920*1080 and 3840*2160). Click Apply after setting,
click Restore factory settings to restore to the original settings

Click the measurement box to enter the settings panel as follows：

The system offers up to  20 measurement graphs
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3. 

After confirming it, press enter, and then press Close to close this dialog box.

Click to delete the calibration

4. Calibration automatically calculates the ratio based on actual length to pixel length

5. Click the open box behind the scale to display the scale. The scale is at the bottom right of

 the monitor by default, and if the open box is not checked, the scale is not displayed

Six views of the camera structure：
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